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BARANAGAR MUNICIFALITY
87, Desh Bandhu Road, Kolkata-700035
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Estimate for Imp rovement of Drain near 30,31 and 32 no.

Single Brick Flat Soling of picked jhama
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[ |orcks Tncluding ramming and dressing bed
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PWD. Bidg 2014 Page - 11, e 1

rick work with 1t ¢1ass bricks in cement
Jn foundation 2nd plinth

b} In superstructure, ground floor
PWD. Bidg.2014 Page - 29 ftem - 22 {a) (b
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125 mm. thick brick work with 15t ¢lags
Tn cement mortar {1:4}ing round floor.
14 Page - 31, fiem - 28
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rdinary Cement concrete mix 1:1.5:3) with
raded stone chips (20 mm nominal size]

g shuttering and veinforcement it

in ground floor as per relevant IS codes.
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5 Plaster (to wall, floof, celling etc.) with sand
nd cement maitar including rounding off or
hamfering corners as directed and raking
aut joints including throating nosing and drip
Course, scaffolding/staging where necessal
‘Ground fioor).(Excluding cost of chipping
_ouf concrete surface; '—

PWD, Bidg.2014 Page _20, itens- 3{B) {3

Neal cement punning about 1 5mm thick In
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Dismantling all types of mason excepting
_'cemcnt concrete ’_Illn or reinforced, stacking
#_urvﬂahlc ‘materials at site and Temoving
’mﬁhlsh as directed within a lead of 75 m.
a} In ground fioor in¢luding roof.

Bidg.2014 Page - 7, item - A{a)

PWO.

Hiire and labour charges for shuttering with

-'-.‘_cenunn and necessary staging u pto 4 m
i -

ing approved stout props and thick hard
pla
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|rec ——ulud bracing fof concrate slabs, beams
and columns, lintels curved or straight
Tncluding fitting, fixing and striking out after
completion of works {upto roof of ground

7 the helght of a particutar fioor is more
"4 m and extra for works beyond the
~shall be_allowed under 12 (e]
4 m or part thereo

i oden shuttering
ngineer-n-
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. Bldg.2014 Page -7, Item - 1@

reinforced concrete work
in ali sorts of structures Including distribution
ightening
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and removal of 1008e rust if necessal
Sutting to requisite fength, hooking and
Bending to correct shape, placing in proper
ing with 16 gauge black
annealed wire at eve! Intersection, complete
¢ drawing and direction.
a) For works In foundation basement and
o roof of ground floor/upto 4m
i) Tor steel/Mild Steel
bJExtra For works beyond the yoof of ground
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T Upto 4 th Noor roof in each addl. floor
PWOD. Bldg.2014 Page - 27, ftem - 15{a) {i
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BARANAGAR MUNICIPALITY

87, Desh Bandhu Read, Kolkata-700035

I

Improvfement of passage at Dalui Para starti

ng from S.S. Road

Description L B H Qty |Unit Rate Amount
1 Labour for laying single brick flat soling
including ramming and dressing bed to
proper level and filling joints with powdered
earth. 45 1 45] sqm. 41 1820.3
Page-11, ltem-2
2 Single Brick Ftat Soling of picked jhama
bricks including ramming and dressing bed
1o proper levei and filling joints with local
sand. 1.95 1.3 2.535] sgqm. 377 955.70
Page-11, Itern-1
3 Ordinary Cement concrete {mix 1:2:4) with
graded stone chips (20 mm nominal size)
excluding shuttering and reinforcemnent,if
any, in ground floor as per relevant 1S codes.
a) Pakur Variety. 45m x 2.50= 112.50x0.075 45 2.5 0.1 11.250] Cu.M. 4603 51783.75
Page-11, ltem-5
54557.31
Add cess 1% 0.1 545.57
Add contingency 3% 0.03 1636.72
56739.60
SAY Rs/+ 56740.00
gx)?"“\/ \o
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BARANAGAR MUNICIPALITY

87, Desh Bandhu Road, Kolkata-7T00038
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Estimate for improvement of Drain runming through _$ P Banerjec strwsingivmm

81 No. Descripticn of Item

L B H Qty_|Unit

Rate

Amount

4 Dismantiing all types of masonry exceptint

cement concrete plain of reinforced, stacking

serviceable materials at site and rernoving

Tubbish as directed within a lead of 75 m.

a) In ground floor including roof.

150.00 0.3 0.15 6.75

451.00

3044.25

PWD. Bldg.2014 Page - 7, Item - 1{a)

2 Brick work with 15l class bricks in cement

mortar {1:6}

a) In foundation and plinth

250.00 0.38 0.5 47.50] CuM

5719.00

271652.50

125.00 0.25 0.5 1563} CuM

5719.00

88359.38

PWD. Bidg.2014 Page - 29, ltem - 22 {a) (b}

3 125 mm. thick brick work with 15t class

bricks in cement mortar {1:4) in ground floor.

125.00 0.225 28.13] sq.m

. 783.00

22021.88

PWD. Bldg.2014 Page - 31, Item - 29

4 Flaster (to wall, floor, ceiling elc.) with sand

and cement mortar including rounding off or

fering comers as directed and raking

out joints including throating, nosing and dep

course, scatfolding/staging where pecessary

{Ground floor). [Excluding cost of chipping

over concrete surface]

(i) With 1:4 cement mortar

250.00 1.60 400.00] SqM

176.00

70400.00

(b} 15 mm thick plaster

PWD. Bidg.2014 Page - 20, Item - 9(B) (a)

5 Neat cement punning about 1 S5mm thick in

wall,dado,window sillfloor etc.

NOTE:Cement 0.152 cu.m per10 sq.m.

Sg.M

40000] Sq.M

38.00) .

15200.00

38
PWD., Bldg.2014 Page - 152, item - 8

47167800

Add cess 1%

0.01

A716.78

0.63

14150.3

Add contingency 3%
;

4906451

]
I I

SAY Rsl-

ofrla

4905450
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BARANAGAR MUNICIPALITY

87, Desh Bandhu Road, Kolkata-700035

I
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Estimate for Improvement of Passage at Ramchand Bagchi lane

Description L B H Qty  |Unit Rate |Amount
1 Labour for laying single brick flat soling
including ramming and dressing bed ta
proper level and filling joints with powdered
earth. 30 1.96 58.8 sgm. 41 2410.8
Page-11, ltem-2
2 Single Brick Flat Soling of picked jhama
bricks including ramming and dressing bed
to proper level and filling joints with local
sand. 10 2.5 25| sqm. 77 9425
Page-11, tem-1
3 Qrdinary Cement concrete (mix 1:2:4) with
graded stone chips (20 mm nominal size)
excluding shuttering and reinforcement,if
any, in ground floor as per relevant IS codes.
a) Pakur Variety. 45m x 2.50= 112.50x0.073 160 3 0.1 48,000 Cu.M. 4503 220944.00
Page-11, ltem-5
23277711
Add cess 1% 0.1 2327.77
Add contingency 3% 0.03 6983.31
242088.20
SAY Rs/] 242088.00
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BARANAGAR MUNICIPALITY

87, Desh Bandhu Road, Kolkaia-700035
1 |

]

[

Esti for Improvement of by Lane starting from 76 tol115 S I* Banerjee Road

SI No.

] Description of Item

L

B

H

Qty [Unit

|Ratc

[Amounl

Tack Coat

Providing and applying tack coat with Cationic

Bitumen Emulsion of approved grade conforming to 1S5:

8887-1978 on the prepared surface cleaned with

Hydrautic broom, moistening the surface including cost

and camiage of emuision, hire charges of machinery

and labour, cost of fuel and lubricants all complete as

0.30 kg per sgm.

i} On Bituminous Surface

200

809

sqm

Using Bitumen Emulsion at the rate of 0.20 to

16.28

13024

PWD (WRB), Schedula of Ratas : 2014 tem.5.02 P-
7

Open-Graded Premix Surfacing using Bituminous

{Viscosity grade Paving Bitumen I Modified

bitumen) Binder and Mobile Hot Mix Plant (Light

Providing, laying and rolling of Open - graded premix

surfacing of 20 mm thickness composed of 13.2 mm (@

0.018 m* per n®) and 11.2 snm (@ 0.009 m* par m")

size stone aggregates, including thoroughly cleaning of

the surface, screening, cleaning and pre-heating stone

chips and fully pre-caating the same either usin;

viscosity grade paving bitumen or cut-back of emulsion

ing the mixture by any suitable arangements

Hot Mix Plant {Light Duty) and thoroughly rolling with

a smooth wheeled roiler 8-10 tonne capacity, finisbed

10 required kevel and grades including the cost and

camage of stone chips and matrix, heating the matrix,

reheating the agaregates lo required temperature

and including tha hire charges of Mobile Hot Mix Plant

{Light Duty) and other machinery, pay of oparators

cost of fuel and lubricants etc. complete to be foilowed

by saal coat of sithar T A or Type B as per Tachinical

Specification Clause 508 for Rural Roads of MORD:

200

4.00

800

PWD (WB), Scheduls of Rates : 2014 em.5.11 P- 253

152.38

121804

Seal Coat

Providing and laying Premixed Seal Coat B

[with approved quality sand/grit @ 0.6 m3/ 100 m2 and

pitumen binder on thoroughly cleaned black top surface

coatgd with tack coat, including heating and mixing

cleaned sand/grit {100 % passing through 2.36 mm

sieve and retained on 180 micron sieve)} uniformly with

bituman binder, iaying and spreading the mix at an

uniform rate using suitable means, brushing the

surface, if necessary, to ensure uniformity, followed by

solling with roller including the cost and

carriage of binder and aggregates, cost of heating the

binder and aggregates and all other incidentat charges,

cost of fuel and lubiicants, including hire charges of

machirteries, tools & plants required for eonstruction

and quality control complete as per Clause 511 of

S| ications for Road & Bridge Works of MoRT&H

200

4.00

200

i) With Hot Bitumen Binder 6.80 kg / 10 sqm.}

56.09

PWD (WB), Schedule of Ratas : 2014 tem.5.13 (B)

1, P-254

1 Dismantling all s of masenry axcepting

cament concreta plain or reinforced, stackin

serviceabls materials a1 site and remoyvin,

rubbish as directad within a lead of 75 m.

a) In ground Aoor including roof.

100.00

0.25

0.15

Cu.M.

451.00

1691.25

PWD. Bidg.2014 Page - 7, ftern - 1{a}

Brick work with 1st class bricks in cement

mortar (1:8]

a) In foundation and plinth

200.00

03

0.5

30.00

5719.00

171570.00

PWD. Bidp.2014 Page - 79, tem - 22 {a} (b}

3

125 mm, thick brick work with 1st class

bricks in cement mortar (1:4) in ground fioor.
PWOD. Bidg.2014 Page - 31, Hem - 29

200.00

50.00

sg.m

783.00

39150.00




Plaster (to wall, floor, ceiling etc) with sand

and cement morar including rounding off or

chamfering comers as directed and raking

out jaints including throating, nesing and drip

course, scaffolding/staging where necessary

{Ground Jloor) [Excluding cost of chipping

over canciete surface]

{is} With 1:4 cement mortar 200.60 .90 180.00] Sq.M 176.00 31680.00
(b} 15 mm thick plaster
PWD. Bldg.2014 Page - 20, Rem - H{B] {a}
Neat cement punning about 1.5mm thick in
wall dado window sill floor etc.
NOTE:Cament 0.152 cu.m per100 sqg.m.
Sq.M 38 ) 200 0.8 180.00| Sq.M 38.00 6640.00
PWD. Bldg.2014 Page - 152, Hem - &
. 430731.25
Add cess 1% 0.01 4307.31
Add contingency 3% 0.03 12921.54
447960.50
447960.00
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BARANAGAR MUNICIPALITY

—)

87, Desh B

dhu Road, Kolkata-70003%
|

Esti for Impr

1 of Passage of 141 R.K.M to 161 S.P. Banerjee Roa

i including bye lanes

L B

H

[+]

Single Brick Flat Soling of picked jhama

Unit

Rate

Amount

bricks including ramming and dressing bad

to_proper leval and filing Jolnts with local

5.00

1.00

5.00

sq.m

377.00

1885.00

sand.
PWO. Bldg.2014 Page - 11, item 1

Brick work with 131 class bricks in cement

monar (1.6}

a) in foundation and plinth

126.00

0.25

0.078

234

CuM

5719.,00

13403.91

b) In suparstructure,

floor
PWD. Bidg.2014 Page - 28, tem - 22 (4) {b}

725 mam, thick brick work with 1st class

bricks in cament moriar (1:4) in ground floor.

175.00

0.075

13.13

sg.m

783.00

10276.88

PWD. Bidg.2014 Page - 31, ltem - 29

Ordinary Cement concrets fmix 1:1 .5:3) with

radet stone chips (20 mm norminal size]

axcluding shutiering and reinforcement if

any, in ground fioor as per, relevant |S codes.

i) Pakur Varief

500.00

1.78

0.075

65.63

CuM

5389.00

35365313

Page-14, item- 7

Blaster (to wall, fioor, cailing elc. ) with sand

and cement morar including rounding off or

chamfering cCOMers a8 directed and raking

ot jownts including theoating, nosing and drip

Course, scaffolding/staging whera nacessary

[Ground foor). [Exciuding cast of chipping

aver concretes surface|

() With 1:4 cement mortar,

125.0

04

50.00

176.00

$800.00

{b) 15 mm thick plaster

175.0

0.3

52.50

176.00

$240.00

PWD. Bldg.2014 Page - 20, Item - 9(8) (a)

Neat cament punning about 1.5mm thick in

wail,dado,window sill.loor etc.

NOTE . Cement 0.152 cu.m per100 sq.m.
M 38

250

0.5

1256.00

Sg.M

38.00

4750.00

PWD. Bl 2014 Page - 162, tom - §

Labour for taking out oid soling edging

including removing debris

a) Single fat soii

26.00

1.75

4375

Sq.M

9.91

433.58

PWD, Bldg.2014 Pags 180, ltem - 6{a)

10

Labour for laying soiling with departmental

bricks includin & of separtmental

bricks within a fead of 150 metres

aration of bed as pecessary with brick

joints filed in and packed with brick

joints rly filled in and packed with local

sand or ared earth and including

hecessary cushion of simiar materials balow

the soling {and in between layers when more

tihan one layer is wsed)

{The itom Ingiuded tha costof obtaining

tocal sand or powdersd sarth

ored sarth) ___
'a) Single brick fiat sobing (thickness 75 mm;

25.00

1.15

43.75

Sgm

36.20

1843.75

402141.2

PwD. Bldg.2¢14 Page 188, e - 2 {a) & [b})

Add cess 1%

0.01

40214

Add conting!nc¥ 3%

0.03

2
Al
12064.24
418228.3T

SAY Rsl-

418227.00

b

i
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BARANAGAR MUNICIPALITY

87, Desh Bandhu Road, Kolkata-700035
|

Listimate for Improvement of Passage of starting from

m.n.k road plot no,50,- 52/1

Dascription

L

B

H

Qty |Unit

Rate

Amount

Labour for laying single brick flat soling

including ramming and dressing bed to

proper level and filking joints with powdered

earth.

75

150] _sqm.

41

6150

Page-11, ltem-2

Single Brick Flat Soling of picked jhama

bricks including ramming and dressing bed

to proper level and filling joints with focal

sand.

30

2.5

75| sqm.

377

28275

Page-11, fem-1

Ordinary Cement concrete (mix 1:1.5:3) with

graded stone chips (20 mm nominal size)

excluding shuttering and reinforcement if

any, in ground floor s per relevant IS codes.

(i} Pakyr Variety

125

0.1

37.50] CuM.

5389

202088

Page-14, tem-7

Brick work with 1st class bricks in cement

mortar (1:4}

(a) in foundation and plinth

(b) In superstructure, ground fioor

150

0.25

0.5

18.75 cum

6068

113775

Page-29_ tem- 21(a} (b)

Plaster {to wall, floor, ceiling etc.) with sand

and cement mortar including rounding off of

chamfenng comers as directed and raking

out joints including throating, nosing and drip

course, scaffolding/staging where necessary

tGround fioor) [Excluding cost of chipping

over concrete suriace

fiiy With 1:4 cement maortar

(b) 15 mm thick plaster

150

1.00

150 sam

176

26400

() 10 mm thick plaster

Page-151, lem- 2(ii) (b}

Neat cement punning about 1.5mm thick in

wall dado,window sill.floor etc.

150

1.00

150 sqm

38

5700

NOTE:Cement 0.152 cu.m pert00 sq.m.

Filling in Toundation o plinth by sitver sand in

Jayers nol exceeding 150 mm as directed and

consolidating the same by thorough saturation

[with waler, ramming complete including the cost

of supply of sand, (payment to be made on

measurement of finished guantity).

30

0.2

18 cumm

758

13644.00

Page-2, lem- 4(a)

382387.50

Add cess 1%

0.01

3823.88

Add contingency 3%

0.03

1147163

397683.00

SAY Re/-

397683 00
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BARANAGAR MUNICIPALITY

87, Desh Bandhu Road, Kolkata-700035

Estimate for Improvement of Passage of porabagan goli

Description

L

B

H

Qty  |Unit

Rate

Amount

Labour for laying single brick flat soling

including ramming and dressing bed t¢

praoper level and filling joints with powdered

garth.

29

1.96

56.84

sqm.

41

2330.44

Page-11, ltem-2

Single Brick Fiat Soling of picked jhama

bricks including ramming and dressing bed

to proper leve! and filling joints with local

sand.

10

2.5

25

sqm.

377

9425

Page-11, ltem-1

Ordinary Cement concrete (mix 1:2:4) with

raded stone chips (20 mm nominal size)

exciuding shuttering and reinforcement,if

any. in ground floor as per relevant IS codes.

2) Pakur Variety. 45m x 2.50= 112.50x0.075

110

175

0.1

19.250

Cu.M.

4603

88607.75

Page-11, item-5

Brick work with 1st class bricks in cement

mortar {1:4)

a) In foundation and plinth

(b) In superstructure, ground floor

26

0.25

0.15

0,975

cum

6068

5916.30

Page-29, ltem- 21(a) {b)

Plaster (to wall, floor, ceiling etc.) with sand

and cement mortar including rounding off or

chamfering corners as directed and raking

out joints including throating, nosing and drip

course, scaffolding/staging where necessary

(Ground floor).[Excluding cast of chipping

over concrete surface]

{ii) With 1:4 cement mortar

{b) 15 mm thick plaster

26

0.5

13

sqm

176

2288.00

{c) 10 mm thick piaster

Page-151, ltem- 2{i) (b}

Neat cement punning about 1.5mm thick in

wall, dado,window sill,floor efc.

NOTE:Cement 0.152 cu.m per100 sq.m.

26

0.5

13

sgqm

a8

494.00

109070.0(

Add cess 1%

0.01

1090.7¢

Add

contingen

cy 3%

0.03

327214

113432.80

SAY Rs/

113433.00
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87, Desh Bandbu Road, Kolkata-700035
|

l |

Estimate for Improvement of Passage of A

a Pustakalaya to House of councillors

Description L

B H Qty _{Unit

Rate Amount

Labour for laying single brick fiat saling
including ramming and dressing bed to
oper level and filling joints with powdered

earth.

00| _sqm.

41 4100

Page-11, tem-2

Single Brick Flat Soling of picked jnama
bricks including ramming and dressing bed
to proper level and filling joints with local

sand.

10]  sgqm.

377 3770

Page-11, Item-1

Ordinary Cement concrets (mix 1:1.5:3) with
graded slone chips (20 mm nominal size)

excludi

any, in ground floor as per relevant IS codes.

shuttering and reinforcement if

Page-14, item-7

i) Pakur Variely . 350

2.2% 0.1 78.750[ Cu.M.

5388 424383.75

Brick work with 1st class bricks in cement

mortar (1:4)

a) In foundation and plinth
b} In superstructura, greund floor 50

0.25 0.075 0.9375 cum

6068 5688.75

Page-29, ltem- 21{a) (b]

Plaster (to wall, floor, ceiling atc.) with sand

and

t mortar inclyding rounding off or

chamfering corners as directed and raking

out joints including throating, nosing and drip

course, scaffolding/staging where necessary

(Ground floor).[Excluding cost of chipping

over concrete surface]

i} With 1:4 cement mortar

b) 15 mm thick plaster 50

176 3960.00

') 10 mm thick plaster

page-151, ltem- 2(i}} (b}

Neat

t punning about 1.5mm thick in

wall,dado window sil flcor etc.
NOTE.Cement 0,152 cu.m per100 §4.m. 50

0.45 22.5 sqm

38 855.00

442757.5

442757.50

Add cess 1%

2.01 4427.58

.03 13282.73

Add contingency 3%
| |

460467.80

SAY Rs/- 450468.00

.
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BARANAGAR MUNICIPALITY

]

87, Desh Bandhu Road, Kolkata-700035
1

ad starting from Progrssive Urdu Pry. School ta { Gobar para)....

for Improvement of Passage of 5.P. Banerjee Ro.

Pescription

L

B

H

Qty  |Unit

Rate

Amount

Box cutting or filling in Road embankment in all sorls

[of soil including spreading the spoils. property over the
flank as necessary or on berm to approximate grade &

camber and rolling the: ‘sub-grade wilh power roller to

proper camber and grade as per direction and

satisfaction of Engineer-in-charge including uprooting

and removing plants and jungles when and where

necessary.

a) Depth up to 150 mm. sqm 14.40 14.40

170

2.50

425 sqm 14.40

€120

(b) For each additional Depth of 150mm and p

PWD (W8], Schedule of Rates : 2014 Item3.16 P- 238

Brick edging 75 mm wide with picked jhama

bricks, aid frue 1o line @nd level includin

culting necessary trench in soil or in hard

metalled surface, laying the bricks and

acking the trench (on both side of the

ing) with spoils and ramming the same

thoroughty complete as per direction.

b) Brick-on-end edging (250 mm) depth.

SaMetre 9392

170

100 m

93.92

9392

FWO (WE), Schedule of Rates ; 2014 item : 3.(0)16 P-
189

Tack Coat

Providing and applying tack coat with Cationic

Bitumen Emulsion of approved rade conforming to 15:

8687-1978 on the prepared surface cleaned with

‘Hydraulic broom, moistening the surface including cost

and carnage of emulsion, hire charges of machinery

and labour, cost of fuel and lubricants all pleta as

¢ Clause 503 of Specifications for Road & Bridge

Works of MoRT&H (5th Revision).

(i On Grapular surfaces treated with primer

170

2.5

425 | sqm ) 168.38

£961.50

(Using Bitumen emulston at the rate of 0.25 10

030 kg per sqm.

() On Bitumi Surface
{Using Bitumen Emulslon at the rate of 0.20 to

0.30 kg per sqm,)

sqm 3.00

PWD (WB), Schedule of Rates : 2014 tem.5.02 P-
247

Bltuminous Macadam usin Mobile Hot Mix Plant

Light Duty}

Providing and laying bituminous macadam with Mabile

Hot Mix Plant (Light Duty) using approved crushed

ates of specified grading as per Table 500.4

d with biturinous binder, transported to site

\2id over a previously prepared surface at specified

\aying temperature by means of approved and suitable

arangements to the required grade, level and

alignment and rolled with suitabla power roller for

Break down, Inter-mediate and finished rolling as per

specification to achieve the desired compaction

Tindluding cost and carriage of stone iaks and

Gitumen. hire charges of machinery and equipment,

cost of fuel and lubricants and wages of operational

stalf, quality control complete as per Specifications for
Road & Bridge Works of MORT&H (5th Revision).

A For Grading |

2,50

.08

21.875 cum 7764.55

169649.53

{40 mm inal size, 80-100 mm thick.)

175

‘cum 1522.00 1561.00

PWD (WB), Schedule of Rates : 2014 |tem.5.04 P-

248

Open-Graded Premix Surfacing using Bituminous

Viscosity grade Paving Bitumen / Modified

} Binder and Mobile Hot Mix Plant (Light

Duty)

Providing, laying and Toding of Open - graded premix

surfacing of 20 mm thickness cormj sed of 13.2 mm

0.018 m* per m*) and 11.2 mm @ 0.009 m* per me)

siza stone aggregates, ncluding thoroughly cleaning of

the surface, Screening, cleaning and pre-heating stone

ciips and fully pre-coating the same gither using

viscosity grade paving biturnen of cut-back or emulsion,

camrying the mixture by any suitable arang: t

faying the mixiure uniformly over the surface, including




3

1

fine, grade and level to serve as wearing course on a

previously prepared base, including mixing in Mobile

Hot Mix Piant (Light Duty) and thoroughly rolling with

a smooth wheeled rollar 8-10 tonne capacity, finished

to required level and grades including the cost and

carriage of stone chips and matrix, heating the matrix,
prehealing the agaregales 1o required temperature

and including the hire charges of Mobile Hot Mix Plant

(Light Duty) and other machinery, pay of operators,

cost of fuel and lubricants etc. complete to be followed

175

4.50

787.5

$qm

152.38

119999.25

by seal coat of either Type A or Type B as per Technical

Specification Clause 508 for Rural Roads of MORD

55

4.5

2475

sqm

152.38

37714.05

PWD (WB), Schedule of Rates : 2014 ltem.5.11 P-
253

Seal Coat

Providing and laying Premixed Seal Coat (Type B)

with approved quality sand/grit @ 0.6 m3/ 100 m2 and

bitumen binder on thoroughly cleaned black top surface

coated with tack coat, including heating and mixing

cleanad sand/grit (100 % passing through 2.36 mm

sieve and retained on 1B0 micron sieve) uniformly with

bitumen binder, laying and spreading the mix at an

uniform rate using suilabie means, brushing the

surfaca, if necassary, to ensure unifermity, followed by

rolling with power roller including the cost and

carriage of binder and aggregates, cost of heating the

binder and aggregates and all other incidental charges,

cost of fuel and lubricants, including hire charges of

55

4.5

247.5

sqm

56.09

13682.28

machineries, tools & plants required for construction

175

2.50

437.5

sgm

56.09

24539.38

and quality control complete as per Clause 511 of

Specifications for Road & Bridge Works of MORT&H

(i) With Hot Bitumen Binder (@ 6.80 kg / 10 sqm.)

PWD (W), Schedule of Rates : 2014 item.5.13 (B)
1), P- 254

Water Bound Macadam Base Course

Providing, faying, spreading and compacting stone

aggregales of specific sizes to water bound macadam

specification including spreading in uniform thickness,

hand packing, rolling with vibratory roller 8-10 tonnes

n stages to proper grade and camber, applying and

brooming requisite type of screening / binding

materials {0 fill up the interstices of coarse aggregate,

watering inciuding lighting, guarding, barricading and

making necessary earthen bundh of one metre width on

each side and preparing the bed by necessary cutting or

filllng, including cost of all malerals and hire and

labour charges of all men and machinery and

compacting to the required density, as per Clause 404

of Specifications for Road & Bridge Works of MORT&H

(5th Revision).

(i} Grading-l Aggregate (63 mm to 45 mm) Using

Stone Screening Type A {13.2 mm)

Costs of binding materials where required is to be added
& 0.08 m® per cum

A. Mechanical Means cum

175

0,075

32.8125

Cum

2654.83

87111.61

475569.59

475569.59

Add cess 1¢

0.01

4755.70

0.03

14267.09

Add contingency 3%
] ]

494592.37

I

SAY Rsf-

494592.00

L
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BARANAGAR MUNICIPALITY
87, Desh Bandhu Road, Kolkata-700035
| | | [ I I

Estimate for Improvement of Passage of Masjit goli (R.N. Chatterjeei

Description L B H Qty  |Unit Rate Amount

1 Labour for laying singie brick flat soling
inciuding ramming and dressing bed to

level and filling joints with powdered
earth. 30 2 60| sqm. 41 2460

Page-11, ltern-2

2 Single Brick Fiat Soling of picked jnama
bricks Including ramming and dressing bed
to proper leve! and filling joints with local
sand.

Page-11, Hem

10 2.6 25| sqm. 377 9425

3 Ordinary Cement concrete (mix 1:2:4) with
raded stone chips (20 mm nominal size)

exciuding shuttering and reinforcement,if -
any, in ground floor as per relevant IS codes.
) Pakur Variety. 45m x 2.50= 112.50x0.075 475 2.25 0.075 80.16| Cu.M. 4603 3168959.22
Page-11, Hem-5

4 IBrk:k work with 1st class bricks in cement
mortar (1:4)
(a) In foundation and plinth
{b) In superstructure, ground floor 250 0.25 016 9.375 cum 6068 56887.60

Page-29, ltam- 21(a) (b}

] Plaster (to wall, flcor, ceiling etc.) with sand
and cement morar including rounding off or
hamferi as directed and raking
out joints including throating nosing and drip
course, scaffolding/staging where hecessary
{Ground floor}{Excluding cost of chipping
over concrete surface]
(ii) With 1:4 cement mortar
b) 15 mm thick plaster 250 06
(¢} 10 mm thick plaster -
Page-151, Item- 2(I) {b)

125 sgm 178 2200000

8 Neat cement punning about 1.5mm thick in
wall dado.window sill,floor etc.
NOTE:Cement 0.152 cu.m per100 sq.m. 250 0.8 125 sqm 38 4760.00

464484.72

464482.00

Add cess 1% 0.01 4644.82

Add i:orlti_ngency 3% 0.03 13934.46
|

483061.28
| | SAY Rsl- 483061.00
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87, Desh Bandhu Road, Kolkata-700035

Estimate for Improvement of D.N.Chatterjee street phari to Bidyayatan sarani.

W-€

SI No.

Description of Item

L B H Qty  |Unit Rate

Amount

Box cutting or filling in Road emb nent in all sorts

of soil incfuding spreading the spoils preperly over Ihe

flank as necessary or on berm 1o approximate grade &

camber and rolling the sub-grade with power roller 1o

proper camber and grads as per direction and

satisfaction of Engineer-in-charge including uprooting

and removing plants and jungles when and where

necessary.

{a) Depth up to 150 mm. sqm

{b) For each additional Dapth of 150mm and p

PWO (WB), Schedule of Rates : 2014 Item3.16 P- 238

Water Bound M Base Course

Providing, laying, spreading and compacting stone

aggregatas of specific sizes to water bound macadar

spacification including spreading in uniform thickness,

hand packing, rolling with vibratory roller 8-10 fonnes

in stages to proper grade and camber, applying and

brooming requisite type of screening / binding

materials to fill up the interstices of coarse aggregate,

watering including lighting, guarding, barricading and

making necessary earthen bundh of one metre width on

each side and preparing the bed by Y cutting or

filling, including cost of all materials and hire and

labour charges of all men and machinery and

lcompacting to the required density, as per Clause 404

of Specifications for Road & Bridge Works of MoRT&H

(5th Revision).

(i) Grading- Aggregate (63 mm to 45 mm) Using

Stone Screening Type A (13.2 mm)

Costs of binding materials where required is to be added
0.08 m® per cum "

A. Mechanlical Means cum 218.00 197.00

8. Manual Means cum 355.00 331.00

Note: Add cost at site of 1.21 m* of Grading-] Aggregates
& 0.16 m* Stone Screening Type-A to arive at the
complete rate.

(li) Grading-l Aggregate (63 mm to 45 mm) Using

Stone Screening Type B {11.2 mm)

A. Mechanical Means curn 215.00 194.00

B. Manual Means cum 352.00 328.00

Note: Add cost at site of 1.21 m* of Grading-| Aggregates
& 0.24 m* Stone Screening Type-B to arrive at the
complets rate. El

(iii) Grading-il Aggregata (53 mm to 22 4 mm) Using

Stone Sereening Type B (11.2 mm)

Marhaciod Reeans o AaA Ao AR

A. Mechanical Msans cum 218,00 232.00

B. Manuai Means cum 356.00 366.00

Note: Add cost at site of 1.21 m* of Grading-| Aggregates
& 0.24 m? Stone Screening Type-B to arrive at the
complete rate. complete rate.

PWD (WB), Schedule of Rates : 2014 ltem.4.11 P- 245

Tack Coat

Providing and applying tack coat with Cationic

Bitumen Emulsion of approved grade conforming to 1S;

§687-1878 on the prepared surface cleaned with

Hydraulic broom, ting the surface including cost

and camiage of emulsion, hire charges of machinery

and labour, cost of fuel and lubricants all complete as

per Clause 503 of Specifications for Road & Bridge

Works of MoRT&H (5th Revision).

1} On surfaces treated with primer

{Using Bitumen emulsion at the rate of 0.25 to

0.30 kg per sqm,

{i) On Bituminous Surface

145 4.5 652.5 sgm

16.28

10622.7

(Using Bitumen Emuisicn at the rate of 0.20 to

0.30 kg per sgm.)

sqm 3.00

PWD (WB), Schedule of Rates : 2014 ltem.5.02 P- 247

Bituminous Macadam using Mobile Hot Mix Plant




Light Duty)

Providing and laying bituminous macadam with Mobile

Hot Mix Planit {Light Duty) using approved crushed

aggregates of specified grading as per Table 500.4

premixed with bituminous binder, transported to site

laid over a previously prepared surface at specified

laying temperature by means of approved and suitable

arrangemants to the required grade, level and

alignment and rolled with suitable power roller for

break down, ints diate and finished rolling as per

specification to achieve the desired compaction

including cost and carriage of stone materials and

bitumen, hire charges of machinety and equipment,

cost of fus] and lubricants and wages of operational

staff, quality control complete as per Specifications for

Road & Bridge Works of MORT&H (5th Revision).

A. For Grading |

(40 mm nominal size, 80-100 mm thick.)

145

4.50

0.05

32.63

7764.55

253318.44

cum 1522.00 1561.00

PWD (WB), Schedule of Rates : 2014 Rem.$.04 P- 248

Open-Graded Premix Surfacing using Bituminous

(Viscosity grade Paving Bitumen / Modified

bitumen) Binder and Mobile Hot Mix Plant (Light

Duty)

Providing, laying and rolling of Open - graded premix

surfacing of 20 mm thickness composed of 13.2 mm (@

0.018 m* per m% and 11.2 mm (@ 0.008 m* per m?%)

size stone aggregates, including thoroughly cleaning of

the surface, screening, cleaning and pre-heating stone

chips and fully pre-coating the same either using

viscosity grade paving bitumen or eut-back or emulsion, .

carrying the mixtura by any suitable arrangements,

laying the mixture uniformly over the surface, including

line, grade and level to sefve as wearng course on a

previously prepared base, including mixing in Mobile

Hot Mix Plant (Light Duty) and thoroughly rolling with

a smooth wheelad roller 8-10 tonne capacity, finished

to required leve! and grades including the cost and

camiage of stona chips and matrix, heating the matrix,

heating the aggregates to required temperature

and including the hire charges of Mobile Hot Mix Plant

{Light Duty) and other machinery, pay of operators,

cost of fuel and {ubricants etc. complete to be followed

by seal coat of either Type A or Type B as per Technical

Specification Clause 508 for Rural Roads of MORD

230

4.50

1035

sqm

152.38

157713.3

PWD (WB), Schedule of Rates : 2014 tem.5.11 P- 253

Seal Coat

Providing and laying Premixed Seal Coat (Type B)

with approved quality sand/grit @ 0.6 m3f 100 m2 and

hitumen binder on thoroughly cleaned black top surface

coated with tack coat, including heating and mixing

cleaned sand/grit (100 % passing through 2.36 mm

sieve and retained on 180 micron sieve) uniformly with

bitumen binder, laying and spreading the mix at an

uniform rate using suitabla means, brushing the

surface, if necessary, 1o ensure unifarmity, followed by

rolling with power roller including the cost and

carriage of binder and aggregates, cost of heating the

binder and aggregates and all other incidental charges,

cost of fuel and lubricants, inciuding hire charges of

machineries, tools & plants required for censtruction

and quality control complele as per Clause 511 of

Specifications for Road & Bridge Works of MoRT&H

230

4.0¢

920

sqm

56.09

51602.8

(1) With Hot Bitumen Binder (@ 6.80 kg / 10 sqm.)

PWD (WB), Schedule of Rates : 2014 fem.5.13 (B} 1(i),
P- 254 .

473257.24

Add cess 1%

2.01

4732.57

3%

G.03

14197.72

Add contingency
[

492187.53

l

SAY Rsi-

492138.00
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BARANAGAR MUNICIPALITY

87, Desh Bandhu Road, Kolkata-700035

l

| 1 | |

Estimate for Improvement of Passage of starting from 60 to 73 R.K.M Roa

d, (through 77/2,75,74/2 B/1,70/1)

Description

L

B

H

Qty

Unit

Rate

Amount

Labour for laying single brick fiat soling

including ramming and dressing bed to

proper level and filing joints with powdered

earth.

110

220| sgm.

a1 8020

Page-11, tem-2

Single Brick Flat Soling of picked jhama

bricks including ramming and dressing bed

to proper leval and filling joints with local

sand.

25

50| sqm.

377 18850

Page-11, tem-1

Ordinary Cement concrete (mix 1:1.5:3) with

graded stone chips (20 mm nominal size)

excluding shuttering and reinforcement if

any, in ground fioor as per relevant IS codes.

(i) Pakur Variety

153

275

0.1

42.0

8| Cu.M.

5389 226742.18

Page-14, Hem-7

Brick wark with 1st class bricks in cement

mortar (1:4}

(a) In foundation and plinth

(b) In superstructure, ground floor

123

0.25

0.15

4.6128

cum

6068

27988.65

Page-29, tem- 21(a) (b}

Plaster (to wall, floor, ceiling etc.) with sand

and cement mortar including rounding off or

chamfering corners as directed and raking

out joints including throating, nosing and drip

course, scaffolding/staging where necessary

{Ground floor) JExcluding cost of chipping

over concrete surface]

(i) With 1:4 cement mortar

(b} 15 mm thick plaster

123

0.5

$1.5

sqm

176

10824.00

{c) 10 mm thick plaster

Page-151, item- 2(il) (b)

Neat cement punning about 1.5mm thick in

wall,dado, window sill floor etc.

NOTE:Cement 0.152 cu.m per100 sq.m.

123

0.5

61.6

sgm

38

2337.00

295761.83

Add

cess 1%

0.01

2957.62

0.03

§872.85

‘Add contingency 3%
1

307592,30

SAY Rs/- 307592.00

[:s.}u],n .

WA
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BARANAGAR MUNICIPALITY W\
87, Desh Bandhu Road, Kolkata-700035

Estimate Improvement of passage of (plot ne.S (chirantani).

SI No. Description of Ttem L B H Qty |Unit |Rate  |[Amount

1 Box cutting or filling in Road embankment in all sorts

of soit including spreading the spoils properly over the

flank as necessary or on berm to approximate grade &

camber and rolling the sub-grade with power roller 1o

proper camber and grade as per direction and

satisfaction of Engineer-in-charge including uprooting

and removing plants and jungles when and where

necessary.

(a) Depth up to 150 mm. sqm 14.40 14.40 75 1.5 112.5 sqm 14.40 1620.00

(b) For each additional Depth of 150mm and p

PWD {WB), Schedule of Rates : 2014 ltem3.16 P- 238

2 Water Bound Macadam Base Course

Providing, laying, spreading and compacting stone

aggregates of specific sizes fo water bound macadam

specification including spreading in uniforrn thickness,

hand packing, rolling with vibratory roller 8-10 tonnes

in stages to proper grade and camber, applying and

broorming requisite type of screening / binding

materials to fill up the interstices of coarse aggregate,

watering including lighting, guarding, barricading and

making necessary earthen bundh of one metre width on

each side and preparing the bed by necessary cutting or

filling, including cost of all materials and hire and

labour charges of all men and machinery and

compacting to the required density, as per Clause 404

of Specifications for Road & Bridge Works of MORT&H

(5th Revision).

{i) Grading-l Aggregate (63 mm to 45 mm} Using

Stone Screening Type A (13.2 mim)

Costs of binding materiais where required is to be added
@ 0.08 m* per cum

A. Mechanical Means cum 218.00 197.00 0.075 0 Cum | 2654.83 0.00

B. Manual Means cum 355.00 331.00

Note: Add cost at site of 1.21 m? of Grading-1 Aggregates
& 0.16 m® Stone Screening Type-A to arrive at the
complete rate.

{ii} Grading-| Aggregate (63 mm to 45 mm) Using

Stone Screening Type B (11.2 mm)

A_Mechanical Means cum 215.00 194.00

B. Manual Means cum 352.00 328.00

Note: Add cost at site-of 1.21 m? of Grading-l Aggregates
& 0.24 m® Stone Screening Type-B to arrive at the

complete rate.

(i) Grading-Il Aggregate {53 mm to 22.4 mm) Using

Store Screening Type B (11.2 mm)

A. Mechanical Means cum 219.00 232.00

B. Manual Means cum 356.00 366.00

Note: Add cost at site of 1.21 m? of Grading-l Aggregates
& 0.24 m? Stone Screening Type-B fo arrive at the

complete rate. complete rate.

PWD (WB), Schedule of Rates : 2014 ttem.4.11 P- 245

3 Tack Coat

Providing and applying tack coat with Cationic

Bitumen Emuision of approved grade conforming te 1S5:

B8#7-1978 on the prepared surface cleaned with

Hydraulic broom, maistening the surface including cost

and carriage of emulsion, hire charges of machinery

and {abour, cost of fuel and lubricants all complete as

per Ciause 503 of Specifications for Road & Bridge

Works of MORT&H (5th Revision).

{ii) On Granular surfaces treated with primer 75 1.5 112.5 sqm 16.38 184275

{Using Bitumen emulsion at the rate of 0.25 to

0.30 kg per sgm.

{i) On Bituminous Surface

{Using Bitumen Emulsion at the rate of 0.20 to

0.30 kg per sqm.)

5qm 3.00

PWD (WB), Schedule of Rates : 2014 item.5.02 P- 247




sy

Providing, taying and rolling of Open - graded premix

surfacing of 20 mm thickness composed of 13.2 mm (@

0.018 m® per m?) and 11.2 mm (@ 0.008 m* per m?)

size stone aggregates, including thoroughly cleaning of

the surface, screening, cleaning and pre-heating stone

chips and fully pre-coating the same either using

viscosity grade paving biturnen or cut-back or emulsion,

carrying the mixture by any suitable arrang

e
laying the mixture uniformly over the surface, including

line, grade and level to serve as wearing course on a

previously prepared base, ncluding mixing in Mobile

Hot Mix Plant (Light Duty) and thoroughly rolling with

a smooth wheeled roller 8-10 torine capacity, finished

to required level and grades including the cost and

carriage of stone chips and matrix, heating the matrix,

preheating the aggregates 1o required temperature

and including the hire charges of Mobile Hot Mix Plant

(Light Duty) and other machinery, pay of operators,

Cost of fuel and ubncants efc. compiete to be followed

by seal coat of either Type A or Type B as per Technical

Specification Clause 508 for Rural Roads of MORD

275

1100 sqm

152.38

167618.00

PWD (WB), Schedule of Rates : 2014 Item.5.11 P-253

Seal Coat

Providing and laying Premixed Seal Coat (Type B)

with approved quality sandigrit @ 0.8 m3/ 100 m2 and

biturnen binder on thoroughly cleaned black top surface

coated with tack coat, including heating and mixing

Gieanco sand/grit {100 % passing through 2.36 mm

sieve and ined on 180 micron sieve) uniformly with

bitumen binder, laying and spreading the mix atan

uniform rate using suitable means, brushing the

surface, if necessary, to ensure uniformity, followed by

ralling with power rofler including the cost and

camiage of binder and aggregates, cost of heating the

binder and aggregates and all other incidental charges,

cost of fuel and lubricants, including hire charges of

machineries, tools & plants required for construction

and quality control complete as per Clause 511 of

‘Specifications for Road & Bridge Works of MORT&H

{5th Revision).

275

1100 sqm

56.09

61699.00

T) With Hot Bitumen Binder 6.80 kg / 10 sqm.}

PWD (WB), Schedule of Rates : 2014 Item.5.13 (8) 1(i),
P- 254

302660.7

Add cess 1%

0.01

3026.607

Add cc

y 3%

0.03

9079.821

314767.128

SAY Rsi4

314767.00

e























































